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About Us

Palad H.Y. Industries is a leading manufacturer of HDPE & PVC pipes for infrastructure
in the northern part of Israel with over 20 years of experience. Our products are used

widely in water supply, sewage structures, natural gas distribution systems, electrical

and communication applications.

Palad H.Y. manufacturing capacity has surpassed 15,000 Tons of pipes yearly and is
projecting over 18,000 Tons in the near future.

As an industry leader in our region, our technology efforts are based on developing
exceptional products with diversity and superior quality fulfilling & surpassing International
& lIsraeli standards. In addition to international product standards; Palad holds

ISO 9001:2008 certification & is certified by all local legislative municipalities.

Palad H.Y. is strictly committed to its Quality Assurance Policy, backed up by a dedicated
Laboratory, while maintaining high level of consciousness in regards to the environment
by sustaining a lead free community, & paying special attention to various safety
standards and policies.

Throughout many years, Palad H.Y. Industries has been supplying its products to several
countries in various regions including Europe, Eastern Europe, South America,

and Africa.
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Roniflex®e PRESSURE PIPES

HDPE-100

Roniflex® PRESSURE PIPES

Palad manufactures High-Density Polyethylene Roniflex® HDPE-100

water pressure pipe for municipal and industrial water transmission systems.

This pipe is available for sizes 20 - 1200 mm in diameter.

Roniflex® HDPE pipe is recognized for its long lasting quality with zero leak rate and excellent
performance. It can be produced in solid black colour or with blue, orange, purple colour striping
to identify the application. For potable water the blue striping is used, while purple is used for

reclaimed water generally used for irrigation applications.

Applications:

For laying an underground infrastructure for:
® Water distribution

e Irrigation

Raw material:
High Density Polyethylene (HDPE)
PE-100, PE-100 RC

Diameter:
20 mm-1200 mm

Pressure rating:
PN4 — PN20 (temp. 20°c)

Dimensions:
SDR 9 — SDR 21

Available:

Bars of 6-14 m
Drums-long lengths

Accessories:

& O
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'Roniflex® PRESSURE PIPES

HDPE-100

Roniflex® PRESSURE PIPES

Material : High Density Polyethylene HDPE-100
Diameter : 20mm — 1200mm
Nominal Pressure : PN4 - PN20

Standards :
NF 114 EN 12201-2
ISO 4427

ASTM D3350 (Test 1075 of PAS in)

Roniflex® Coils

PN 20 / SDR 9 (PE100) 25m 50m 100m
20 [8PM100-20-20-G2| 3.0 0.17 0.23 40 20 20
25 [8PM100-20-25-G2| 3.0 0.21 0.57 40 20 20
32 [8PM100-20-32-G2| 3.6 0.32 1.00 40 20 8
40 [8PM100-20-40-G2| 4.5 0.51 1.51
50 [8PM100-20-50-G2| 5.6 0.79 2.36
63 [8PM100-20-63-G2 | 7.1 1.26 3.75
75 [8PM100-20-75-G2 | 8.4 1.77 4.80

Light Weight — quick and easy installation
Flexible Pipes - excellent abrasion resistance
Waterproof — several connection systems :

Butt Welding, Electrofusion Fitting

Resistance - to UV, chemicals

Device Flow (/s)

Choice of connection diameter
Sink 0.20
Important to know the number of devices Washbin 0:20
Bidet 0.20
Flow = sum of the flow of Bathtub 0.33
Shower 0.20
devices *(0.79/ {number of devices-1}) WC with tank 0.12
Dishwasher 0.10
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Roniflex® PRESSURE PIPES

HDPE-100

Roniflex® BaRs

DN Reference W-Th Weight Reference W-Th Weight
(mm) (mm) (kg/m) (mm) (kg/m)
PN 10/ SDR 17 (PE100) PN 12.5/ SDR 13.6 (PE100)
75 | 8PM100-10-75-G2 5.6 1.22 8PM100-12.5-75-G2 6.8 1.47
90 |8PM100-10-90-G2 5.4 1.47 8PM100-12.5-90-G2 6.7 1.77
110 | 8PM100-10-110-G2 6.6 2.19 8PM100-12.5-110-G2 8.1 2.65
125 | 8PM100-10-125-G2 7.4 2.79 8PM100-12.5-125-G2 9.2 3.41
140 | 8PM100-10-140-G2 8.3 3.50 8PM100-12.5-140-G2 10.3 4.27
160 | 8PM100-10-160-G2 9.5 4.57 8PM100-12.5-160-G2 11.8 5.60
180 | 8PM100-10-180-G2 10.7 5.80 8PM100-12.5-180-G2 13.3 7.10
200 | 8PM100-10-200-G2 11.9 7.15 8PM100-12.5-200-G2 14.7 8.70
225 | 8PM100-10-225-G2 13.4 9.05 8PM100-12.5-225-G2 16.6 11.00
250 | 8PM100-10-250-G2 14.8 11.10 8PM100-12.5-250-G2 18.4 13.60
280 | 8PM100-10-280-G2 16.6 14.00 8PM100-12.5-280-G2 20.6 17.00
315 | 8PM100-10-315-G2 18.7 17.70 8PM100-12.5-315-G2 23.2 21.60
355 | 8PM100-10-355-G2 21.1 22.60 8PM100-12.5-355-G2 26.1 27.30
400 |8PM100-10-400-G2 23.7 28.40 8PM100-12.5-400-G2 29.4 34.60
450 | 8PM100-10-450-G2 26.7 35.90 8PM100-12.5-450-G2 33.1 43.90
500 | 8PM100-10-500-G2 29.7 44.50 8PM100-12.5-500-G2 36.8 54.50
560 | 8PM100-10-560-G2 33.2 55.50 8PM100-12.5-560-G2 41.2 68.00
630 | 8PM100-10-630-G2 37.4 70.50 8PM100-12.5-630-G2 46.3 86.00
710 | 8PM100-10-710-G2 42.1 89.00 8PM100-12.5-710-G2 52.2 109.00
800 | 8PM100-10-800-G2 47.4 113.00 8PM100-12.5-800-G2 58.8 139.00
900 | 8PM100-10-900-G2 52.9 140.00 8PM100-12.5-900-G2 66.2 173.30
1000 | 8PM100-10-1000-G2| 58.8 173.80 8PM100-12.5-1000-G2| 73.5 213.80
1200 | 8PM100-10-1200-G2| 70.5 250.00 8PM100-12.5-1200-G2| 88.2 307.90
DN Reference W.Th Weight Reference W-Th Weight
(mm) (mm) (kg/m) (mm) (kg/m)
PN 16 / SDR 11 (PE100) PN 20/ SDR 9 (PE100)
75 | 8PM100-16-75-G2 6.8 1.77
90 | 8PM100-16-90-G2 8.2 2.15 8PM100-20-90-G2 10.1 2.57
110 | 8PM100-16-110-G2 10.0 3.79 8PM100-20-110-G2 12.3 3.82
125 | 8PM100-16-125-G2 11.4 4.73 8PM100-20-125-G2 | 14.0 4.94
140 | 8PM100-16-140-G2 | 12.7 5.75 8PM100-20-140-G2 | 15.7 6.20
160 | 8PM100-16-160-G2 | 14.6 6.75 8PM100-20-160-G2 | 17.9 8.07
180 | 8PM100-16-180-G2 | 16.4 8.55 8PM100-20-180-G2 | 20.1 10.20
200 | 8PM100-16-200-G2 | 18.2 10.60 8PM100-20-200-G2 | 22.4 12.65
225 | 8PM100-16-225-G2 | 20.5 13.30 8PM100-20-225-G2 | 25.2 16.00
250 | 8PM100-16-250-G2 | 22.7 16.40 8PM100-20-250-G2 | 27.9 19.65
280 | 8PM100-16-280-G2 | 25.4 20.60 8PM100-20-280-G2 | 31.3 24.70
315 | 8PM100-16-315-G2 | 28.6 26.00 8PM100-20-315-G2 | 35.2 31.20
355 | 8PM100-16-355-G2 | 32.2 33.00 8PM100-20-355-G2 | 39.7 39.70
400 | 8PM100-16-400-G2 | 36.3 42.00 8PM100-20-400-G2 | 44.7 50.30
450 | 8PM100-16-450-G2 | 40.9 53.10 8PM100-20-450-G2 | 50.3 63.70
500 | 8PM100-16-500-G2 | 46.4 66.50 8PM100-20-500-G2 | 55.8 70.50
560 | 8PM100-16-560-G2 | 50.8 82.50 8PM100-20-560-G2 | 62.2 97.20
630 | 8PM100-16-630-G2 | 57.2 104.00 8PM100-20-630-G2 | 70.0 63.16
710 | 8PM100-16-710-G2 | 64.5 130.70
800 | 8PM100-16-800-G2 | 72.7 166.00
900 | 8PM100-16-900-G2 | 81.8 210.20
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Ronirec® PRESSURE PIPES

HDPE-100 RC

Ronirec® PRESSURE PIPES

Material: High Density Polyethylene HDPE -100 RC
Diameter: 20mm — 1200mm*

Nominal Pressure : PN4 - PN20*

*For dimensional date please see tables on page 4-5

Standards: EN 12201-2, ISO 4427

ASTM D3350 (Test 1075 of PAS in Germany)

Pipes very resistant to abrasion and cracking in use of
special resin of a new generation and antioxidants.

The pipes have a very high crack resistance, more than
100 hours at the temperature of 80 degrees and pressure
of 9.2 bar.

The pipes are designed for very difficult terrain conditions.

Laying without sand supply.

Pressure Resistance

Hours /

Cracking 14,800
0
10,000 Temperature 80
4 N/mm?
2% APKOPAL N-100 2000
2,000
1,000 650
360
260
100
N l I I
a4
1960 1980 1985 1990 2000 2010
M PE-63 I PE-80 I PE-100 I PE-100 RC
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20nit® PRESSURE PIPES

Ronit® PRESSURE PIPES

Applications:
For laying an underground infrastructure for
e Water distribution
o Municipality
© Agriculture
e Sewage under pressure

//-.
[.f
e Industrial installation ‘U‘

Raw material:

PVC-U
Diameter:
39mm-500mm Wall Thickness
Pipe: DN PN6 PNS PN10 | PN12.5| PNI6
6 m long rigid PVC-U with 32 1.5 1.6 1.9
gasket joint bell socket with rubber seal 40 1.5 1.6 1.9 2.4 3.0
) 50 1.6 2.0 2.4 3.0 3.7
Pressure rating: 63 2.0 2.5 3.0 3.8 4.7
PN5 — PN16
75 2.3 2.9 3.6 4.5 5.6
Standards: 90 2.8 3.5 4.3 5.4 6.7
Sl 532 110 2.7 3.4 4.2 5.3 6.6
EN 1452 140 3.5 4.3 5.4 6.7 8.3
DIN 19532 160 4.0 4.9 6.2 7.7 9.5
ISO 1452 180 4.4 | 55 6.9 8.6 | 10.7
Characteristics: 200 4.9 6.2 7.7 9.6 11.9
e Corrosion, chemical, 225 5.5 6.9 8.6 10.8 13.4
abrasion resistance 250 6.2 7.7 9.6 11.9 14.8
) H|gh ring stiffness 280 6.9 8.6 10.7 13.4 16.6
® Smooth internal surface 315 7.7 9.7 12.1 15.0 18.7
355 8.7 | 10.9 13.6 16.9 21.1
400 9.8 | 12.3 15.3 19.1 23.7
450 11.0 | 13.8 17.2 21.5 26.7
. 500 12.3 | 15.3 19.1 23.9 29.7
Accessories:

o B2 S
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HDPE-100

(

SEWAGE UNDER PRESSURE

The pipes are used for sewerage
evacuation under pressure

Material : High Density Polyethylene
HDPE-100

Diameter : 160mm — 1200mm
Nominal Pressure : PN10 — PN16
Standards : NF 114

NF EN 12201-2

ISO 5392

EN 13244

Light Weight — quick and easy installation
Flexible Pipes - laying with significant deviation and resistance to abrasion
Resistance — to corrosion and chemicals

Waterproof — welded networks: Butt Welding, Electrofusion Fitting

Dimensional data — Bars

DN Reference W.Th Weight DN Reference W.Th Weight

(mm) (mm) (kg/m) (mm) (mm) (kg/m)
PN 10 / SDR 17 (PE100) PN 16 / SDR 11 (PE100)

160 | 8PM100-10-160-G4 9.5 4.57 160 | 8PM100-16-160-G4 | 14.6 6.75
180 | 8PM100-10-180-G4 10.7 5.80 180 | 8PM100-16-180-G4 | 16.4 8.55
200 | 8PM100-10-200-G4 1.9 7.15 200 | 8PM100-16-200-G4 18.2 10.60
225 | 8PM100-10-225-G4 13.4 9.05 225 | 8PM100-16-225-G4 20.5 13.30
250 | 8PM100-10-250-G4 14.8 11.10 250 | 8PM100-16-250-G4 22.7 16.40
280 | 8PM100-10-280-G4 16.6 14.00 280 | 8PM100-16-280-G4 25.4 20.60
315 | 8PM100-10-315-G4 18.7 17.70 315 | 8PM100-16-315-G4 28.6 26.00
355 | 8PM100-10-355-G4 21 1 22.60 355 | 8PM100-16-355-G4 32.2 33.00
400 | 8PM100-10-400-G4 237 28.40 400 | 8PM100-16-400-G4 36.3 42.00
450 | 8PM100-10-450-G4 26.7 35.90 450 | 8PM100-16-450-G4 40.9 53.10
500 | 8PM100-10-500-G4 29.7 44.50 500 | 8PM100-16-500-G4 46.4 66.50
560 | 8PM100-10-560-G4 330 55.50 560 | 8PM100-16-560-G4 50.8 82.50
630 | 8PM100-10-630-G4 37.4 70.50 630 | 8PM100-16-630-G4 57.2 104.00
710 | 8PM100-10-710-G4 42 1 89.00 710 | 8PM100-16-710-G4 64.5 130.70
800 | 8PM100-10-800-G4 47 .4 113.00 800 | 8PM100-16-800-G4 72.7 166.00
900 | 8PM100-10-900-G4 529 140.00 900 | 8PM100-16-900-G4 81.8 210.20
1000 | 8PM100-10-1000-G4 58.8 173.80
1200 | 8PM100-10-1200-G4 70.5 250.00
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jonidrain® GRAVITY PIPES

HDPE
GRAVITY DRAIN
Application: Wall Thickness (mm)
For laying an underground
infrastructure for: 0.D Grade $12.5
e Drain 32 3.0
e Soil and waste 20 3.0
e Sanitation systems in buildings
50 3.0
Raw material: HDPE 63 8.0
75 3.0
Diameter: 32mm-200mm 90 3.5
110 4.2
Pipe: Length 5 ml 125 i
160 :
Color : Black with orange stripes 62
200 7.7

Joint systems: Butt-Welding, Electrofusion
Nominal stiffness: S12.5

Standards:
IS 4476
ISO 8770

Characteristics: D 80,0004
Corrosion ,chemical, - riredIT

® abrasion resistance _ — - m"_::’vi-,:-_...i.".,'
High ring stiffness : _ i P

® Smooth internal " !

o Surface.

b - 2 e
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onibiv® GRAVITY PIPES

PVC - U

GRAVITY SEWER

Application:

For laying an underground
infrastructure for:

o Gravity sewer

e Soil and waste

e Venting applicatios inside buildings

Raw material:
PVC-U

Diameter:
110mm-500mm

Pipe:

3,4 mlong rigid PVC-U with
socket with rubber seal
Color : Orange

Nominal stiffness: Wall Thickness (mm)
SN4 , SN8 0.D SNa4 SNs
110 3.0 3.2
Standards:
IS 884 160 4.0 4.7
EN 1401 200 . 59
ISO 4435 250 6.2 7.3
315 7.7 9.2
Characteristics: 355 8.7 10.4
e Corrosion ,chemical, 400 9.9 1.7
apraspn re.5|stance 450 e 13.2
e High ring stiffness
500 12.3 14.6

e Smooth internal surface.

Accessories:

o %
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L HDPE-100

HDPE Pipes

The pipes are used for the distribution
of gas and for the connection of supply
to habitations.

Material : High Density Polyethylene
HDPE - 100

Diameter : 20mm — 400mm

Standards : EN 1555

Connection systems:

20x MRS x e

MOP =
(d-e)C

MOP - maximum pressure
MRS - minimum allongation

. D-0.D
e Butt Welding e - thickness mm
® Electrofusion Fitting ¢ - safety coefficient (2.9 for SDR at 9 bar)
BARS COILS
DN W.Th Weight DN W.Th Weight
(mm) Reference (mm) (kg/m) (mm) Reference (mm) (kg/m)
SDR 11 (PE100) SDR 11 (PE100)
75 | 8PM100-16-75-G1 6.8 1.77 20 | 8PM100-16-20-G1 3.0 0.17
90 | 8PM100-16-90-G 8.2 215 25 | 8PM100-16-25-G1 3.0 0.21
110 | 8PM100-16-110-G1 10.0 3.79
125 | 8PM100-16-125-G1 11.4 4.73 32 8PM100-16-32-G1 3.0 0.32
140 | 8PM100-16-140-G1 12.7 5.75 40 | 8PM100-16-40-G1 3.7 0.51
160 | 8PM100-16-160-G1 14.6 6.75 i,y 46
180 | 8PM100-16-180-G1 | 16.4 8.55 50 | 8PM100-16-50-G1 : 0.79
200 | 8PM100-16-200-G1 18.2 10.60 63 8PM100-16-63-G1 5.8 1.26
225 | 8PM100-16-225-G1 20.5 13.30
250 | 8PM100-16-250-G1 22.7 16.40
280 | 8PM100-16-280-G1 25.4 20.60
315 | 8PM100-16-315-G1 28.6 26.00
355 | 8PM100-16-355-G1 32.2 33.00
400 | 8PM100-16-400-G1 36.3 42.00
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Ronicab pipes are designed to protect
underground communication

and electricity cabling

Raw material:

PVC-U

Diameter:

75mm-225mm

Pipe:
6 m long rigid PVC-U

bell socket
Standard:
Is 858
Cabelfex Specifications
Nominal stiffness: 0.D Wall Thickness Weight kg/m
Sn8
75 3.2 1.10
110 3.2 1.66
160 4.7 3.40
225 6.9 6.90

Accessories:

X €@ 7 o
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THE INTERNATIONAL CERTIFICATION NETWORK

CERTIFICATE
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